
Heart Rate Monitor
A chest belt is used to measure the current heart rate and transmit it to
the watch. The heart rate is displayed in beats per minute (bpm).

Calorie Measurement
The number of calories consumed is calculated and displayed.

Target Heart Rate Alarm
An alarm sounds when the pre-defined target heart rate is reached.

Heart Rate Percentage Display
This display reveals the percentage of the current heart rate versus the
maximum heart rate.

Secure Data Transmission 
Prevents interference from other heart rate measuring devices, since the
heart rate signal is coded before transmission.

Telememo (25 numbers)
Built-in memory provides storage for names and telephone numbers.

Barometer
A built-in pressure sensor measures barometric pressure, which is shown
on the display.

Thermometer
A built-in temperature sensor measures the temperature.

Altimeter (10,000 m)
A built-in pressure sensor measures barometric pressure, which is 
converted to relative altitude.

Moon Age Display
Moon age and phase are shown on the display based on your current
latitude and longitude.

GPS Speed-Distance Measurement
High-tech for demanding runners: The watch uses GPS technology to
measure the current running speed and distance covered. All data are
individually indicated on the display.

GPS Position Marker (100)
You can save up to 100 positions as defined by GPS coordinates. You
can have the watch indicate the direction of the selected position as
well as the distance from your current location, making it a reliable
pathfinder.

Fishing Timer
The best times for fishing are displayed via fish symbols.

World Time
Displays the current time in major cities and specific areas around the
world. 

Dual Time
Simultaneous display of the current time in two different time zones.

Date Display
Display of the current date with analogue watches.

Date and Weekday Display
Display of the date and day of the week with analogue watches.

Day Counter
Shows the number of days from the current date to another date.

DISPLAY ILLUMINATION

Case material

Battery life **

Battery type

Country of origin

3750 G-300-2AVER

Module No.

Model name

Functions

** A battery is loaded at the factory for
function testing. Because the product spends
time in transit and on the shelf, you may 
have to replace the original battery much
sooner than the normally rated battery life.

J

C

T

Japan

China

Thailand

Resin

3 years

SR927Wx2

J

<ILLUMINATOR>
An electro-luminescent panel causes the entire face to glow for easy
reading. lncludes an After-Glow feature that keeps the Illuminator tur-
ned on for a few seconds after the light button is released.

<AUTO-ILLUMINATOR>
An electro-luminescent panel causes the entire face to glow for easy
reading. Auto Light automatically turns on the Illuminator when the
watch is tilted towards your face for reading.

<FULL-AUTO-ILLUMINATOR>
Automatically deactivates the Auto Illuminator function when surrounding
light is sufficient, and activates it under dim light or dark conditions. 

<DUAL-ILLUMINATOR>
One push of a button and both the digital display and the entire sur-
rounding watch face glow, guaranteeing optimum readability. 

<LED> Light
A light-emitting diode (LED) is used to illuminate the watch face.

<AUTO-LED> Light
A light-emitting diode (LED) is used to illuminate the watch face, incl.
the feature of an Auto Light Switch that illuminates the display when
the watch is angled towards the face.

Microlight
A built-in light illuminates the watch face from the side.

Shock-resistant
Shock-resistant construction protects against impact and vibration.

Mud-resistant
Dirt- and mud-resistant construction keeps mud and dirt from getting
into the watch.

Solar Function
A solar cell provides power for operation.

Radio Signal Reception (EU)
A built-in radio signal receiver ensures that the exact time is displayed
across much of Europe. Watches with this symbol can pick up radio
signals from Germany and the UK.

Radio Signal Reception (EU, USA, Japan)
A built-in radio signal receiver ensures that the exact time is displayed
across much of Europe, the United States, and Japan. Watches with this
symbol can pick up DCF, MSF, WWVB, and JJY radio signals.

Neobrite
A luminous coating provides long-term illumination in the dark after
only short exposure to light.

LED Indicator
An LED flashes when the time has arrived for an alarm, a countdown or
an hourly signal.

CASE PROTECTION FUNCTIONS

SOLAR FUNCTION (TOUGH SOLAR)

STORAGE FUNCTION

OUTDOOR FUNCTIONS

SPECIAL TIME FUNCTIONS

RADIO SIGNAL RECEPTION

SPECIAL DISPLAY TECHNOLOGY

PHYSIOLOGICAL CONTROL FUNCTIONS
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Verwendete Distiller Joboptions
Dieser Report wurde mit Hilfe der Adobe Acrobat Distiller Erweiterung "Distiller Secrets v2.0.0" der IMPRESSED GmbH erstellt.
Sie können diese Startup-Datei für die Distiller Versionen 6.0.x kostenlos unter www.impressed.de herunterladen.

ALLGEMEIN ----------------------------------------
Beschreibung:
     Verwenden Sie diese Einstellungen, um einen Bericht über die PDF/X-3-Kompatibilität erhalten und PDF-Dokumente nur dann zu erstellen, wenn sie über diese Kompatibilität verfügen. PDF/X ist eine ISO-Norm zum Austausch von digitalen Druckvorlagen. Weitere Informationen zum Erstellen von PDF/X-3-kompatiblen PDF-Dokumenten finden Sie im Acrobat-Handbuch. Die PDF-Dokumente können mit Acrobat oder mit dem Reader 4.0 und höher geöffnet werden.
Dateioptionen:
     Kompatibilität: PDF 1.3
     Komprimierung auf Objektebene: Aus
     Seiten automatisch drehen: Aus
     Bund: Links
     Auflösung: 1200 dpi
     Alle Seiten
     Piktogramme einbetten: Ja
     Für schnelle Web-Anzeige optimieren: Nein
Standardpapierformat:
     Breite: 233.15 Höhe: 319.465 mm

KOMPRIMIERUNG ------------------------------------
Farbbilder:
     Neuberechnung: Aus
     Komprimierung: Automatisch (JPEG)
     Bildqualität: Maximal
Graustufenbilder:
     Neuberechnung: Aus
     Komprimierung: Automatisch (JPEG)
     Bildqualität: Maximal
Schwarzweißbilder:
     Neuberechnung: Aus
     Komprimierung: CCITT Gruppe 4
     Mit Graustufen glätten: Aus

FONTS --------------------------------------------
Alle Schriften einbetten: Ja
Untergruppen aller eingebetteten Schriften: Nein
Wenn Einbetten fehlschlägt: Abbrechen
Einbetten:
     Schrift immer einbetten: [ ]
     Schrift nie einbetten: [ ]

FARBE --------------------------------------------
Farbmanagement:
     Farbmanagement: Farbe nicht ändern
     Wiedergabemethode: Standard
Geräteabhängige Daten:
     Unterfarbreduktion und Schwarzaufbau beibehalten: Nein
     Transferfunktionen: Anwenden
     Rastereinstellungen beibehalten: Nein

ERWEITERT ----------------------------------------
Optionen:
     Überschreiben der Adobe PDF-Einstellungen durch PostScript zulassen: Ja
     PostScript XObjects zulassen: Nein
     Farbverläufe in Smooth Shades konvertieren: Ja
     JDF-Datei (Job Definition Format) erstellen: Nein
     Level 2 copypage-Semantik beibehalten: Ja
     Einstellungen für Überdrucken beibehalten: Ja
          Überdruckstandard ist nicht Null: Ja
     Adobe PDF-Einstellungen in PDF-Datei speichern: Nein
     Ursprüngliche JPEG-Bilder wenn möglich in PDF speichern: Ja
     Portable Job Ticket in PDF-Datei speichern: Nein
     Prologue.ps und Epilogue.ps verwenden: Nein
(DSC) Document Structuring Conventions:
     DSC-Kommentare verarbeiten: Ja
          DSC-Warnungen protokollieren: Nein
          Für EPS-Dateien Seitengröße ändern und Grafiken zentrieren: Ja
          EPS-Info von DSC beibehalten: Ja
          OPI-Kommentare beibehalten: Nein
          Dokumentinfo von DSC beibehalten: Ja

PDF/X --------------------------------------------
PDF/X-Berichterstellung und Kompatibilität:
     PDF/X-1a: Nein
     PDF/X-3: Ja
     Wenn nicht kompatibel: Auftrag abbrechen
Wenn kein Endformat- oder Objekt-Rahmen festgelegt ist:
      Links: 0.0 Rechts: 0.0 Oben: 0.0 Unten: 0.0
Wenn kein Anschnitt-Rahmen festgelegt ist:
     Anschnitt-Rahmen auf Medien-Rahmen festlegen: Ja
Standardwerte, sofern nicht im Dokument festgelegt:
     Profilname für Ausgabe-Intention: ISO Coated
     Ausgabebedingung: ISO/DIS 12647-2:2003+
     Registrierung (URL): http://www.color.org
     Überfüllung: "False" eingeben

ANDERE -------------------------------------------
Distiller-Kern Version: 6010
ZIP-Komprimierung verwenden: Ja
ASCII-Format: Nein
Text und Vektorgrafiken komprimieren: Ja
Farbbilder glätten: Nein
Graustufenbilder glätten: Nein
Bilder (< 257 Farben) in indizierten Farbraum konvertieren: Ja
Bildspeicher: 1048576 Byte
Optimierungen deaktivieren: 0
Transparenz zulassen: Nein
sRGB Arbeitsfarbraum: sRGB IEC61966-2.1
DSC-Berichtstufe: 0

ENDE DES REPORTS ---------------------------------

IMPRESSED GmbH
Bahrenfelder Chaussee 49
22761 Hamburg, Germany
Tel. +49 40 897189-0
Fax +49 40 897189-71
Email: info@impressed.de
Web: www.impressed.de


